
1 2 3 4 5 6 7 8

1 2 3 4 5 6 7 8

A

B

C

D

E

F

A

B

C

D

E

F

Date: 2017-02-22
KiCad E.D.A.  kicad 4.0.5-e0-633749ubuntu14.04.1

Rev: 1.0Size: A3
Id: 13/13

Title: Victron Lynx Ion + Shunt with 1 Multi
File: Victron-Lynx-Ion-Shunt-1-Multi.sch
Sheet: /Victron Lynx Ion + Shunt with 1 Multi/
Victron Energy B.V.

CAN-Term.

C
A

N
-T

er
m

.

B
at

te
ry

+

B
at

te
ry

-

BMS-CAN-1
BMS-CAN-2

24V Lithium Ion Battery

B
at

te
ry

+

B
at

te
ry

-

BMS-CAN-1
BMS-CAN-2
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Shore power AC 230VAC/50Hz
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Button incl. LED 12V - Bulgin MPI002/TE/BL/12
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Victron-CCGX

MOD-Bus-TCP
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Ground Ground
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Victron-Multi

NOTE: To use the Victron Quattro/Multi in combination
with the MG Master LV, there must be an assistant
configured. If the assistant is configured properly, 
the allow-to-charge and allow-to-discharge 
contacts are enabled.

Master LV LI IO connections:

B

Batteries

C

Chargers/Loads

Allow-to-charge-C 1

AUX-power-output+ 1

Allow-to-charge-NO 2

GND 2

Allow-to-discharge-C 3

Ext-safety-contactor+ 3

Allow-to-discharge-NO 4

GND 4

Programmable-C 5

Programmable-NO 6

Ext-start-button 7

Ext-status-signal 8

GND 9
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Lynx Ion + Shunt

Victron Color Control GX (CCGX)Lithium-Ion Batteries

Victron Multi/Quattro

Lynx Ion + Shunt


